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SOMERVILLE FAR CALCULATION:

FIRST FLOOR AREA:   675 SQ FT
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GENERAL CONSTRUCTION SPECIFICATIONS:

Interior Walls:  2x4 wood frame construction @ 16" o.c. with 3 1/2" sound reduction fiberglass batt 
insulation between studs for all walls between bedrooms. Finish both sides with 1/2" blueboard w/ skimcoat 
of plaster (BBSP).

Exterior Walls:  New 2x6 wood frame construction @ 16" o.c. (unless otherwise noted). Owens Corning or 
equal 5 1/2" R-21 kraftfaced fiberglass batt insulation between studs. Finish interior face with BBSP over 
polyethylene vapor barrier applied over all exterior walls (except any spray foam walls). Exterior stud face 
to have 7/16" Advantech Zip System sheathing. Cement board or cedar clapboard siding shall be installed 
directly over Zip-System. Existing 2x4 exterior walls provided with full cavity depth R-15 batt insulation 
(min.)

Roof & Ceilings:  Framing sizes as noted on framing plans. New attic master bedroom suite provided with 
min. R-38 closed cell rafter insulation all rafter bays. Fire coating required where exposed in all unfinished 
attic conditions. Exterior face of rafters shall have 9/16" CDX fir plywood with Certainteed (or equal) 30 year 
architectural roof shingles installed over ice & water shield. Ice & water shield also provided at all valleys 
and eves and along wall transitions and projections. Other roof framing specifications as noted on 
drawings.

Floors:  Framing sizes as noted on framing plans with kraftfaced fiberglass insulation or blown-in fiberglass 
in R values as noted on drawings and/or in compliance with all applicable energy code prescriptive 
minimums for addition projects. Subfloors shall be 3/4" T&G Advantech glued & nailed 6" o.c. to joists. 
Other floor framing specifications as noted on drawings.

Building Code:
All structural assemblies, building components, materials, workmanship, energy conservation, life-safety, 
and fire protection shall conform fully with 780 CMR 9th Edition of the Massachusetts State Building Code 
Volume for One and Two Family Dwellings. 

SEE DRAWINGS HEREIN FOR ADDITIONAL NOTES AND SPECIFICATIONS

GENERAL AND SITE NOTES:

- The General Contractor (herein referred to also as "Contractor") shall be familiar with all existing conditions 
and shall verify all dimensions relative to the work specified in these documents, including depicted grades 
on elevation drawings. Any conflicts or discrepancies between depicted design or existing conditions and 
these drawings and specifications shall be reported to the Architect for resolution prior to the installation of 
any work relevant to said discrepancy. 
- No significant deviations from these drawings or specifications shall be acceptable without written approval 
from the Architect. Contractor shall assume full responsibility for any deviation from the architectural or 
structural drawings herein. - All new dimensions are to the rough face of stud, unless otherwise noted, 
interior dimensions taken from existing walls are measured from the finished wall surface, unless otherwise 
noted.
- All assemblies and components for the project, shown in these working drawings or specified to be 
installed, shall be done to completion according to normal practice and industry high quality standards.
-Moisture from plaster job, painting, or any other source during construction must be fully mitigated by 
general contractor during construction to avoid potential mold problems. Architect is not responsible for any 
moisture complications attributable to any job site climate conditions or any performed work. Use of 
alternative insulation products or systems other than specified herein shall further indemnify architect of any 
liability attributable to building envelop performance. 

DEMOLITION:
-The General Contractor shall be responsible for the coordination with the sub-contractors for the demolition 
and removal of all debris. The Contractor is responsible for reporting to the Owner any hazardous waste 
materials that may be encountered during demolition or construction. All debris are to be disposed of in 
accordance with state and local laws. Where existing walls or surfaces are removed or affected by the work, 
contractor shall patch and repair all walls, trim work, floors and ceiling conditions as required for like new 
condition. 
-See additional demolition notes on drawings.

NEW CLOSET
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